
The SXT9Q has it all --Big power handling, big projection, 
combine with “Ultra Hi-Definition Sound”. It’s unique design 
offers superior performance in a enclosure that is still 
manageable and compact. The Exile sound quality, form 
factor, power handling and fit and finish are un-matched by 

anything available on the market today. The SXT9Q includes 
a patented stainless steel  “quick release / rotational” 
clamping system that can direct sound a full 360 degrees  
and fits virtually any boat tower.
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SXT9Q contents: 2 speakers / 2 clamps and mounting hardware

Power Handling: 200W rms / 400W peak

Tweeter: 26mm Titanium Diaphragm

Effective cone area: 44.65” sq. (Equivalent to 9.1” mid)

Clamp to Tower Fit: 1 7/8” to 3.0”

Direct Cast Tower Mount Approved Boats*: Malibu, Illusion X, XS, 
Tigé Alpha Tower, and Centurion (low profile mount)
* Additional Adaptor required - sold separately

U.S. Patent # 6,798,892 B2

Features: Stainless Steel Clamps
	� injection Molded Polypropylene Cone 

weather proof rubber surround 
uni-mount chassis assembly 
adjustable composite grills.
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tube tower installation guide
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“Bracket Maintenance and 
Lubrication:  
 
Male and Female mounting 
posts come pre-lubricated from 
the factory. However, over a 
long period of time you may 
need to reapply a thin coat of 
Vaseline® to ensure smooth 
rotation and installation. Do 
NOT put Vaseline® on the  
audio connector.”
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PART SOLD
SEPARATELY

PART VARIES
BASED ON

TOWER OWNED
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CAST tower installation guide
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